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CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - FRONT FACING  3 

HS 749 Cristal       

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 10,5 Kw  
Fans: 2 x 12 w. Thermostat 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Ø Flue top: 175 mm  
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 90 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Screen-printed glass. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 

HS 755 Cristal      

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Ø Flue top: 175 mm  
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 95 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Screen-printed glass. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 

OPTIONAL 
4 Side frame painted - 4 - 6 - 8 cm  
4 Side frame stainless steel - 4 - 6 cm  
 

OPTIONAL 
4 Side frame painted - 4 - 6 - 8 cm  
4 Side frame stainless steel - 4 - 6 cm  

OPTIONAL 
4 Side frame painted - 4 - 6 - 8 cm  
4 Side frame stainless steel - 4 - 6 cm  

HS 60 Cristal         

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Ø Flue top: 150 mm  
Log length: to 50 cm 
Consumption: 2,6 kg/h 
Net weight: 90 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Screen-printed glass. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 



 

 

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - FRONT FACING 4 

HS 80 Inox         

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 12,9 Kw  
Fans: 2 x 18 w. Thermostat 
Heatable surface: 140 m2 (high 2,6 m) 
Efficiency: 77%  
Ø Flue top: 200 mm  
Log length: to 70 cm 
Consumption: 3.9 kg/h 
Net weight: 105 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame 
In Stainless steel 
Ceramic glass 750º  
Flue regulator 
Removable ashtray 
  

OPTIONAL 
4 Side frame stainless steel - 4-6 cm  

HS 70 Cristal         

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Ø Flue top: 175 mm  
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 95 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Screen-printed glass. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 

HS 80 Cristal          

Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Power: 12,9 Kw  
Fans: 2 x 18 w. Thermostat 
Heatable surface: 140 m2 (high 2,6 m) 
Efficiency: 77%  
Ø Flue top: 200 mm  
Log length: to 70 cm 
Consumption: 3.9 kg/h 
Net weight: 105 kg  
Double-combustion 
Glass-cleaning system 
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Screen-printed glass. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  
 

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  



 

 

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - FRONT FACING 5 

HS 120 Cristal    

Hot-air outlets: 1 front and 4 upper,  
ductable, driven by turbines. 
Power: 21,1 Kw  
Fans: 4 x 18 w. Thermostat 
Double-combustion 
Heatable surface: 230 m2 (high 2,6 m) 
Efficiency: 77%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Ceramic glass 750º  
Screen-printed glass. 
Glass-cleaning system 
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 
Ø Flue top: 250 mm  
Log length: to 110 cm 
Consumption: 6,5 kg/h 
Net weight: 168 kg  

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  

HS 100x65 Cristal     

Hot-air outlets: 1 front and 4 upper,  
ductable, driven by turbines. 
Power: 17 Kw  
Fans: 4 x 18 w. Thermostat 
Double-combustion 
Heatable surface: 185 m2 (high 2,6 m) 
Efficiency: 77%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame. 
Ceramic glass 750º  
Screen-printed glass. 
Glass-cleaning system 
Anti-heat paint 800º C 
Flue regulator 
Removable ashtray 
Ø Flue top: 200 mm  
Log length: to 90 cm 
Consumption: 5,1 kg/h 
Net weight: 148 kg  

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  



 

 

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” FRONT FACING 6 

HS 80 Visto    

No need coating  
Double insulation: interior vermiculite 
- between panels, rockwool. 
Outer tube 2m telescopic.  
Ceiling ring, embellisher. 
Power: 12,9 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 200 mm  
Double-combustion 
Heatable surface: 140 m2 (high 2,6 m) 
Efficiency: 77%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
Flue regulator 
Removable ashtray 
Log length: to 70 cm 
Consumption: 3,9 kg/h 
Net weight: 115 kg  

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 
Stainless steel tube or painted (extension)  

HS 70 Visto    

No need coating  
Double insulation: interior vermiculite 
- between panels, rockwool. 
Outer tube 2m telescopic.  
Ceiling ring, embellisher. 
Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 175 mm  
Double-combustion 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
Flue regulator 
Removable ashtray 
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 95 kg  

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 
Stainless steel tube or painted (extension)  



 

 

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” FRONT FACING 7 

No need coating 
Double insulation: interior vermiculite 
- between panels, rockwool. 
Steel tube painted 2m.  
Ceiling ring, embellisher. 
Power: 21,1 Kw  
Fans: 4 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 250 mm  
Double-combustion 
Heatable surface: 230 m2 (high 2,6 m) 
Efficiency: 77%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  

Screen-printed glass 
Anti-heat paint 800º C 
Glass-cleaning system 
Flue regulator 
Removable ashtray 
Log length: to 110 cm 
Consumption: 6,5 kg/h 
Net weight: 178 kg  

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Stainless steel tube or painted (extension)  

HS 120 Visto Cristal     

No need coating 
Double insulation: interior vermiculite 
- between panels, rockwool. 
Steel tube painted 2m.  
Ceiling ring, embellisher. 
Power: 17 Kw  
Fans: 4 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 250 mm  
Double-combustion 
Heatable surface: 185 m2 (high 2,6 m) 
Efficiency: 77%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Screen-printed glass 
Anti-heat paint 800º C 
Glass-cleaning system 
Flue regulator 
Removable ashtray 
Log length: to 90 cm 
Consumption: 5,1 kg/h 
Net weight: 158 kg  

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 
Stainless steel tube or painted (extension)  

HS 100 Visto Cristal     



 

 

TURBO INSERT IN DECORATION “ALOHA” 

HS 70 TURBO     

Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
2 Hot-air outlets upper, ductable. 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
Ceramic glass 750º  
Glass-cleaning system 
Anti-heat paint 800º C 
Exterior flue regulator 
Removable ashtray 
Ø Flue top: 175 mm  
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 100 kg  

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” ECO Y TURBO 8 

HS 70 ECO  
Hot-air outlets: 1 front and 2 upper,  
ductable, by natural convection. 
Power: 10,5 Kw  
Double-combustion 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door and frame 
Ceramic glass 750º  
Glass-cleaning system 
Screen-printed glass 
Anti-heat paint 800º C 
Removable ashtray 
Ø Flue top: 175 mm  
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 90 kg  

ECO INSERT IN DECORATION “VIGO” 

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  
 



 

 

9 CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - LATERAL 

STYLO LATERAL FREE STANDING 

(No need coating) 

STYLO LATERAL INSERT  
(To be coated into work) 



 

 

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - LATERAL 10 

HS 70 L          
To be coated into work 

Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Ø Flue top: 150 mm  
Double-combustion 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
The door opens with the side 
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 100 kg  
Removable ashtray 

HS 80 L        
To be coated into work 

Power: 12,9 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Ø Flue top: 175 mm  
Double-combustion 
Heatable surface: 140 m2 (high 2,6m) 
Efficiency: 77%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
The door opens with the side 
Log length: to 70 cm 
Consumption: 3,9 kg/h 
Net weight: 115 kg  
Removable ashtray 

HS 100 L (Right / Left) 
To be coated into work 

Power: 17 Kw  
Fans: 4 x 18 w. Thermostat 
Hot-air outlets: 1 front and 4 upper,  
ductable, driven by turbines. 
Ø Flue top: 250 mm  
Double-combustion 
Heatable surface: 185 m2 (high 2,6 m) 
Efficiency: 77%  
Co emission: 0,2 
Hearth: Steel 5 mm 
Interior: Vermiculite 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Exterior flue regulator 
Glass-cleaning system 
Log length: to 90 cm 
Consumption: 5,1 kg/h 
Net weight: 158 kg  
Removable ashtray 
1 fixed side glass 

OPTIONAL 
Right or Left side glass 
4 side frame 

HS 100 L Cristal  HS 100 L             



 

 

HS 70 L Visto   
No need coating 

Double insulation: interior vermiculite 
- between panels, rockwool. 
Steel tube painted 2m.  

Ceiling ring, embellisher. 
The door opens with the side 
Power: 10,5 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 150 mm  
Double-combustion 
Heatable surface: 114 m2 (high 2,6 m) 
Efficiency: 78%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
Removable ashtray 
Log length: to 60 cm 
Consumption: 2,6 kg/h 
Net weight: 105 kg  

OPTIONAL 
Right or Left side glass 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 
Stainless steel tube or painted (extension)  

HS 80 L Visto  
No need coating 

Double insulation: interior vermiculite 
- between panels, rockwool. 
Steel tube painted 2m. 
Ceiling ring, embellisher. 
The door opens with the side 
Power: 12,9 Kw  
Fans: 2 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 175 mm  
Double-combustion 
Heatable surface: 140 m2 (high 2,6 m) 
Efficiency: 77%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
Removable ashtray 
Log length: to 70 cm 
Consumption: 3,9 kg/h 
Net weight: 115 kg  

No need coating 
Double insulation: interior vermiculite 
- between panels, rockwool. 
Steel tube painted 2m.  
Ceiling ring, embellisher. 
Power: 17 Kw  
Fans: 4 x 18 w. Thermostat 
Hot-air outlets: 1 front  
Ø Flue top: 250 mm  
Double-combustion 
Heatable surface: 185 m2 (high 2,6 m) 
Efficiency: 77%. Co emission: 0,2 
Hearth: Steel 5 mm 
3 side standard frame 4 cm 
Removable door. 
Ceramic glass 750º  
Anti-heat paint 800º C 
Glass-cleaning system 
Automatic exterior flue regulator 
Removable ashtray 
Log length: to 90 cm 
Consumption: 5,1 kg/h 
Net weight: 160 kg  

1 fixed side glass 

OPTIONAL 
Right or Left side glass 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 
Stainless steel tube or painted (extension)  

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” LATERAL 11 

HS 100 L Visto Cristal     



 

 

STYLO 2P (Tunnel)  
To be coated into work 

Replaced frames. 
2 Removable doors. 
Flue regulator 
Hot-air outlets. Turbines.  
Thermostat.  
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Screen-printed glass 

Glass-cleaning system 
Double-combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - 2 SIDE (TUNNEL) 12 

OPTIONAL 
4 Side frame painted - 4-6-8 cm  
4 Side frame stainless steel - 4-6 cm  

HS 70 2P                 
Power: 10,5 Kw  
Efficiency: 78%   
Fans: 2 x 18 w  
Depth: 545 mm 
Ø Flue top: 175 mm 
Heatable surface: 114 m2 (high 2,6 m) 
Log length: 60 cm.  
Consumption: 2,6 kg/h 
Net weight: 95 kg  

HS 80 2P Cristal     
Power: 12,9 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 550 mm 
Ø Flue top: 200 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 120 kg  

HS 100 2P Cristal   
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 158 kg  

HS 120 2P Cristal   

Power: 21,1 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 110 cm.  
Consumption: 6,4 kg/h 
Net weight: 180 kg  



 

 

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 

Stainless steel tube or painted (extension)  

CHIMENEAS CAMPOS/ FREE STANDING - TUNNEL 13 

HS 80 2P Cristal Visto / S.S.     

Outer tube 2m telescopic  
Power: 12,9 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 550 mm 
Ø Flue top: 200 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 115 kg  

HS 70 2P Visto / S.S.                

Outer tube 2m telescopic  
Power: 10,5 Kw  
Efficiency: 78%   
Fans: 2 x 18 w  
Depth: 545 mm 
Ø Flue top: 175 mm 
Heatable surface: 114 m2 (high 2,6 m) 
Log length: 60 cm.  
Consumption: 2,6 kg/h 
Net weight: 95 kg  

HS 100 2P Cristal Visto   

Steel tube painted 2m.  
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 160 kg  

STYLO VISTO TÚNEL 
No need coating 
EC - PATENT 

Double insulation: interior vermiculite 
- between panels, rockwool. 
Ceiling ring, embellisher. 
2 opposite faces. 2 Removable doors. 
Flue regulator 
Hot-air outlets. Turbines.  
Thermostat.  
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Screen-printed glass 

Anti-heat paint 800º C 
Double-combustion 
3 side standard frame 4 cm 

HS 120 2P Cristal Visto   

Steel tube painted 2m.  
Power: 21,1 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 110 cm.  
Consumption: 6,4 kg/h 
Net weight: 180 kg  



 

 

CHIMENEAS CAMPOS/ FIREPLACE INSERT “STYLO” - 3 SIDE  14 

HS 100 3C Cristal     
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 450 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 160 kg  

HS 120 3C Cristal XL  

Power: 21,1 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 110 cm.  
Consumption: 6,4 kg/h 
Net weight: 190 kg  

HS 80 3C Cristal   
Power: 12,9 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 450 mm 
Ø Flue top: 200 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 120 kg  

HS 70 3C Cristal      
Power: 10,5 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 450 mm 
Ø Flue top: 175 mm 
Heatable surface: 114 m2 (high 2,6 m) 
Log length: 60 cm.  
Consumption: 2,6 kg/h 
Net weight: 95 kg  

STYLO 3 SIDE 
(TO BE COATED INTO WORK)  EC-PATENT 

Removable door. 
Screen-printed glass 
Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Thermostat. 
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 
2 fixed sides glass, open the front door.  



 

 

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” 3 SIDE 15 

HS 120 3C Cristal XL Visto   

Power: 21,1 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 550 mm 
Ø Flue top: 250 mm 
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 110 cm.  
Consumption: 6,4 kg/h 
Net weight: 190 kg  

HS 70 3C Cristal Visto  
Power: 10,5 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 482 mm 
Ø Flue top: 150 mm 
Heatable surface: 114 m2 (high 2,6 m) 
Log length: 60 cm.  
Consumption: 2,6 kg/h 
Net weight: 95 kg  

EC - PATENT 

Removable door. 
Screen-printed glass 
Steel tube painted 2m.  
Ceiling ring, embellisher. 
Hot-air outlets: 1 front  
driven by turbines. 
Thermostat  
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 
2 fixed sides glass,  
open the front door.  

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 

HS 100 3C Cristal Visto   
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 478 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 160 kg  

HS 80 3C Cristal Visto   
Power: 12,9 Kw  
Efficiency: 77%   
Fans: 2 x 18 w  
Depth: 482 mm 
Ø Flue top: 200 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 120 kg  

STYLO 3 SIDE “VISTO” 
No need coating 



 

 

HS 100 3C-B        
To be coated into work 
3 sided & 2 folding doors 

Removable door. 
Hot-air outlets: 1 front and 2 upper,  
ductable, driven by turbines. 
Thermostat 
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 
1 fixed side glass, open lateral big doors.  
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 450 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 160 kg  

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” 3 SIDE “B”  16 

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  
Table base painted o Staniless steel 

HS 100 3C-B Visto        2.300 € 
No need coating 
3 sided & 2 folding doors 

Removable door. 
Steel tube painted 2m.   
Ceiling ring, embellisher. 
Hot-air outlets - Thermostat 
Removable ashtray 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 
1 fixed side glass, open lateral big doors.  
Power: 17 Kw  
Efficiency: 77%   
Fans: 4 x 18 w  
Depth: 450 mm 
Ø Flue top: 250 mm 
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 160 kg  



 

 

CHIMENEAS CAMPOS/ FREE STANDING “STYLO VISTO” 4 SIDE 17 

STYLO 4 SIDE “VISTO” 
No need coating 
4 sided & 2 folding doors 

Removable door.  
Steel tube painted 2m.  
Ceiling ring, embellisher. 
No turbines 
Removable ashtray. 
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
3 side standard frame 4 cm 
2 fixed sides glass, open 2 opposit door.  
CE MARKING 

EN– 13229 

HSV 4C 100   
No need coating 
4 sided & 2 folding doors 

Measures: 100 x 100 x height 60  
Power: 17 Kw  
Efficiency: 77%   
Ø Flue top: 250 mm  
Heatable surface: 190 m2 (high 2,6 m) 
Log length: to 90 cm.  
Consumption: 6,4 kg/h 
Net weight: 140 kg  

HSV 4C 80    
No need coating 
4 sided & 2 folding doors 

Measures: 80 x 80 x height 60 
Power: 14,2 Kw  
Efficiency: 77%   
Ø Flue top: 200 mm  
Heatable surface: 155 m2 (high 2,6 m) 
Log length: to 70 cm.  
Consumption: 5,1 kg/h 
Net weight: 110 kg 

OPTIONAL 
Round base - Stainless steel  
Rectangular base  - Stainless steel  

TABLE OPTIONS FOR FIREPLACES “STYLO VISTO”  

STEEL PAINTED - REFERENCE STAINLESS STEEL - REFERENCE 

MESA-HSV70 MESA-HSV70-IN 

MESA-HSV80 MESA-HSV80-IN 

MESA-HSV100 MESA-HSV100-IN 

TABLE BASE FOR HSV 4C  

STEEL PAINTED - REFERENCE 

MESA-HSV80-C 

MESA-HSV100-C 



 

 

CHIMENEAS CAMPOS/FIREPLACE “STYLO” RETRACTABLE DOOR - FRONT 18 

WITH RETRACTABLE DOOR 
FRONT FACING 
EC - PATENT 

With retractable and folding door 
Removable frame 
Automatic exterior flue regulator 
2 hot-air outlets 
2 air intake  
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
4 side standard frame 5 cm 

OPTIONAL 
Frameless 
4 Side frame stainless steel  
Turbine 120 w with remote control  

FRAMELESS 



 

 

CHIMENEAS CAMPOS/FIREPLACE “STYLO” RETRACTABLE DOOR - FRONT 19 

HSE 80               
Power: 12,9 Kw  
Efficiency: 77%   
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Depth: 552 mm 
Ø Flue top: 200 mm 
Consumption: 3,9 kg/h 
Net weight: 160 kg  

HSE 130 Cristal    
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 550 mm 
Ø Flue top: 250 mm 
Consumption: 6,4 kg/h 
Net weight: 290 kg  

HSE 100             
Power: 17 Kw  
Efficiency: 77%   
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Depth: 555 mm 
Ø Flue top: 250 mm 
Consumption: 5,1 kg/h 
Net weight: 180 kg  

HSE 120 Cristal     
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 110 cm.  
Depth: 550 mm 
Ø Flue top: 250 mm 
Consumption: 6,4 kg/h 
Net weight: 270 kg  

HSE 140 Cristal    
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 550 mm 
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 322 kg  

HSE 160 Cristal     
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 550 mm 
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 334 kg  

HSE 180 Cristal     
Power: 23,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Ø Flue top: 350 mm 
Consumption: 6,4 kg/h 
Net weight: 417 kg  



 

 

STAINLESS STEEL DOOR & FRAME 

CHIMENEAS CAMPOS/FIREPLACE “STYLO” RETRACTABLE DOOR - TUNNEL 20 

WITH RETRACTABLE 
DOOR TUNNEL 
EC - PATENT 

With 2 opposit retractable and folding door 
Removable frames 
Flue regulator 
2 hot-air outlets 
2 air intake  
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
4 side standard frame 5 cm 

OPTIONAL 
Frameless 
4 Side frame stainless steel  
Turbine 120 w with remote control  

HSE 80 2P               
Power: 12,9 Kw  
Efficiency: 77%   
Heatable surface: 140 m2 (high 2,6 m) 
Depth: 687 mm 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 160 kg  
Ø Flue top: 200 mm 

HSE 80 2P 



 

 

CHIMENEAS CAMPOS/FIREPLACE “STYLO” RETRACTABLE DOOR - TUNNEL 21 

HSE 120 2P Cristal    
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 737 mm 
Log length: 110 cm.  
Consumption: 6,4 kg/h 
Net weight: 270 kg  
Ø Flue top: 250 mm  

HSE 100 2P Cristal     
Power: 17 Kw  
Efficiency: 77%   
Heatable surface: 185 m2 (high 2,6 m) 
Depth: 737 mm 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 180 kg  
Ø Flue top: 250 mm 

HSE 140 2P Cristal    
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 737 mm 
Log length: 130 cm.  
Consumption: 6,4 kg/h 
Net weight: 310 kg  
Ø Flue top: 300 mm 

HSE 160 2P Cristal    
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 (high 2,6 m) 
Depth: 737 mm 
Log length: 150 cm.  
Consumption: 6,4 kg/h 
Net weight: 417 kg  
Ø Flue top: 300 mm 

HSE 180 2P Cristal    
Power: 23,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m

2
 (high 2,6 m) 

Log length: 160 cm.  
Consumption: 6,4 kg/h 
Net weight: 519 kg  
Ø Flue top: 350 mm 



 

 

CHIMENEAS CAMPOS/ FIREPLACE “STYLO” RETRACTABLE DOOR - 3 SIDE “B” 22 

WITH RETRACTABLE DOOR 
3 SIDE “B”     
EC - PATENT 

Open lateral big glass 
With retractable and folding door 
Automatic exterior flue regulator 
2 hot-air outlets 
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
 



 

 

CHIMENEAS CAMPOS/ FIREPLACE “STYLO” RETRACTABLE DOOR - 3 SIDE “B” 23 

WITH RETRACTABLE DOOR 
3 SIDE “B”  
HSE 80 3C B           
EC - PATENT 

Open lateral big glass 
With retractable and folding door 
Automatic exterior flue regulator 
2 hot-air outlets 
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
Power: 12,9 Kw  
Efficiency: 77%   
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 190 kg  

OPTIONAL 
Turbine 120 w with remote control  

WITH RETRACTABLE DOOR 
3 SIDE “B”  
HSE 100 3C B           
EC - PATENT 

Open lateral big glass 
With retractable and folding door 
Automatic exterior flue regulator 
2 hot-air outlets 
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
Power: 17 Kw  
Efficiency: 77%   
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Consumption: 5,1 kg/h 
Net weight: 230 kg  

OPTIONAL 
Turbine 120 w with remote control  



 

 

CHIMENEAS CAMPOS/ FIREPLACE “STYLO” RETRACTABLE DOOR - 3 SIDE “A” 24 

WITH RETRACTABLE DOOR 
3 SIDE “A”  
EC - PATENT 

With retractable and folding door 
Automatic exterior flue regulator 
2 hot-air outlets 
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 

OPTIONAL  
- Turbine 120 w with remote control  

HSE 80 3C A    
Model: continuous glass 
Power: 12,9 Kw  
Efficiency: 77%   
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Ø Flue top: 200 mm 
Consumption: 3,9 kg/h 
Net weight: 190 kg  



 

 

CHIMENEAS CAMPOS/ FIREPLACE “STYLO” RETRACTABLE DOOR - 3 SIDE “A” 25 

HSE 100 3C A    
Model: continuous glass 
Power: 17 Kw  
Efficiency: 77%   
Heatable surface: 185 m2 (high 2,6 m) 
Log length: 90 cm.  
Depth: 650 mm 
Ø Flue top: 250 mm 
Consumption: 5,1 kg/h 
Net weight: 230 kg  

HSE 160 3C A          
Model: continuous glass 
Power: 21,1 Kw  
Efficiency: 80%   
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 140 cm.  
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 140 kg  

HSE 140 3C A           
Model: continuous glass 
Power: 21,1 Kw  
Efficiency: 80%   
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 120 cm.  
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 402 kg  

HSE 120 3C A          
Model: continuous glass 
Power: 21,1 Kw  
Efficiency: 80%   
Heatable surface: 230 m2 (high 2,6 m) 
Log length: 100 cm.  
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 345 kg  



 

 

CHIMENEAS CAMPOS/ FIREPLACE “STYLO” RETRACTABLE DOOR - LATERAL 26 

WITH RETRACTABLE DOOR 
LATERAL 
CE - PATENT 

With retractable and folding door 
Automatic exterior flue regulator 
2 hot-air outlets 
1 air intake  
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Anti-heat paint 800ºC 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 

OPTIONAL 
Right or Left side glass 
Turbine 120 w with remote control  

HSE 120 L     
Model: continuous glass 
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2  
Depth: 639 mm 
Log length: 110 cm 
Ø Flue top: 250 mm 
Consumption: 6,4 kg/h 
Net weight: 270 kg  

HSE 80 L      
Model: continuous glass 
Power: 12,9 Kw  
Efficiency: 77%   
Heatable surface: 140 m2  
Log length: 70 cm.  
Depth: 544 mm 
Ø Flue top: 200 mm 
Consumption: 3,9 kg/h 
Net weight: 190 kg  

HSE 100 L    
Model: continuous glass 
Power: 17 Kw  
Efficiency: 77%   
Heatable surface: 185 m2 
Log length: 90 cm.  
Depth: 650 mm 
Ø Flue top: 250 mm 
Consumption: 5,1 kg/h 
Net weight: 230 kg  

HSE 140 L    
Model: continuous glass 
Power: 21,1 Kw  
Efficiency: 77%   
Heatable surface: 230 m2 
Depth: 639 mm 
Log length: 130 cm 
Ø Flue top: 300 mm 
Consumption: 6,4 kg/h 
Net weight: 310 kg  



 

 

HSE 80 4 sides  
Four retractable sides and two of them folding.  

Fireplace hanging from the ceiling, with a base for coating. 

CHIMENEAS CAMPOS/ “STYLO” RETRACTABLE DOOR - VISION HIGH & 4 SIDE 27 

HSE 80 Visión Inox  
With retractable and folding door 
Removable door and frame 
in stainless steel. 
Automatic exterior flue regulator 
2 hot-air outlets - 2 air intake  
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
Power: 12,9 Kw  
Efficiency: 77%   
Ø Flue top: 250 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 190 kg  

HSE 74 Visión 2P   

With retractable and folding door 
Removable door and frame 
in stainless steel. 
Automatic exterior flue regulator 
2 hot-air outlets - 2 air intake  
Removable ashtray  
Co emission: 0,2 
Hearth: Steel 5 mm 
Ceramic glass 750º  
Glass-cleaning system 
Double combustion 
Interior: Vermiculite 
Power: 12,9 Kw  
Efficiency: 77%   
Ø Flue top: 250 mm 
Heatable surface: 140 m2 (high 2,6 m) 
Log length: 70 cm.  
Consumption: 3,9 kg/h 
Net weight: 200 kg  

OPTIONAL 
HSE 80 Visión painted  
Turbine 120 w with remote control  



 

 

CHIMENEAS CAMPOS/ OPEN METALLIC FIREPLACE “VULCANO” 28 

VULCANO 

Open metallic fireplace 
With floor and ashtray 
Flue regulator 
Hearth: Steel 

HV 70       

HV 80       

HV 90       

VULCANO  
With air chamber 
Open metallic fireplace 
2 hot-air outlets Ø12 
With floor and ashtray 
Flue regulator 
Hearth: Steel 

HVC 70       

HVC 80       

HVC 90       

GLASS DOOR 
FOR VULCANO 
Not included with the fireplace 

PCV 70       

PCV 80      

PCV 90     

PCV 130     

VULCANO  
Panoramic 

Open metallic fireplace 
Removable ashtray 
Flue regulator 
Hearth: Steel 
 

HV 130       



 

 

CHIMENEAS CAMPOS/ OPEN METALLIC FIREPLACE “MIT-CHEL” 29 

MIT-CHEL  

Traditional open metallic fireplace 
With air chamber. Without floor. 
2 hot-air outlets  
2 air intake  
Steel Hood with flue regulator 

HM 100          

HM 120         

HM 140          

HM 160   

HM 170       

FLOOR MIT-CHEL  

SUELO.HM 100       

SUELO.HM 120       

SUELO.HM 140       

SUELO.HM 160       

SUELO.HM 170 

FRAME MIT-CHEL  

MARCO.HM 100       

MARCO.HM 120       

MARCO.HM 140       

MARCO.HM 160       

MARCO.HM 170       

ASHTRAY 

MODEL A B C H F G S I 

HM 100 700 1000 50 1264 564 50 300 80 

HM 120 700 1200 50 1264 564 50 300 80 

HM 140 750 1400 50 1314 564 50 350 80 

HM 160 850 1600 50 1414 564 50 350 80 

HM 170 850 1700 50 1414 564 50 350 80 



 

 

CHIMENEAS CAMPOS/ OPEN FIREPLACES FOR WOOD– High 40 cm 30 

OPEN FIRE - High 40 cm 
 
OPEN FIREPLACE FOR WOOD: FRONT - TUNNEL - LATERAL - 3 SIDES. 

Ashtray with exterior air intake. 

Interior lined with painted steel sheets. 

Also manufacture custom models, according to your project. 

Optional: side panels of ceramic glass, transparents.  

 

Ref.  
OPEN FIRE WOOD 

Measures 
 WIDTH x HEIGHT x DEPTH 

Ø flue outlet 

OPEN 80 WOOD  80 x 40 x 55 CM 200 MM 

OPEN 100 WOOD  100 x 40 x 55 CM 250 MM 

OPEN 120 WOOD  120 x 40 x 55 CM 300 MM 

OPEN 140 WOOD  140 x 40 x 55 CM 300 MM 

OPEN 160 WOOD  160 x 40 x 55 CM 300 MM 

OPEN 200 WOOD  200 x 40 x 55 CM 300 MM 

OPEN 250 WOOD  250 x 40 x 55 CM 350 MM 

OPEN 300 WOOD  300 x 40 x 55 CM 350 MM 

FRONT                                              LATERAL                                      3 SIDES                                        TUNNEL 



 

 

CHIMENEAS CAMPOS/ OPEN FIREPLACES FOR WOOD– High 60 cm 31 

OPEN FIRE - High 60 cm 
 
OPEN FIREPLACE FOR WOOD: FRONT - TUNNEL - LATERAL - 3 SIDES. 

Ashtray with exterior air intake. 

Interior lined with painted steel sheets. 

Also manufacture custom models, according to your project. 

Optional: side panels of ceramic glass, transparents.  

 

Ref.  
OPEN FIRE WOOD 

Measures 
 WIDTH x HEIGHT x DEPTH 

Ø flue outlet 

OPEN 80A WOOD  80 x 60 x 55 CM 250 MM 

OPEN 100A WOOD  100 x 60 x 55 CM 250 MM 

OPEN 120A WOOD  120 x 60 x 55 CM 300 MM 

OPEN 140A WOOD  140 x 60 x 55 CM 300 MM 

OPEN 160A WOOD  160 x 60 x 55 CM 350 MM 

OPEN 200A WOOD  200 x 60 x 55 CM 350 MM 

OPEN 250A WOOD  250 x 60 x 55 CM 350 MM 

OPEN 300A WOOD  300 x 60 x 55 CM 350 MM 

FRONT                                          LATERAL                                          3 SIDES                                       TÚNNEL 



 

 

CHIMENEAS CAMPOS/ OPEN FIREPLACES  3 SIDE “B” Y 4 SIDE- High 40 cm 32 

OPEN FIRE 3 SIDES “B” -  4 SIDES High 40 cm 
 
OPEN FIREPLACES FOR WOOD: 3 SIDES B - 4 SIDES. 

Ashtray with exterior air intake. 

Interior lined with painted steel sheets. 

Also manufacture custom models, according to your project. 

Ref.  
OPEN FIRE WOOD 

Measures 
 WIDTH x HEIGHT x DEPTH 

Ø flue outlet 

OPEN 80 WOOD 80 x 40 x 80 CM - square 250 MM 

OPEN 100C WOOD 100 x 40 x 100 CM - square 300 MM 

OPEN 100 WOOD 100 x 40 x 80 CM 300 MM 

OPEN 120 WOOD 120 x 40 x 80 CM 300 MM 

3 SIDES  B                                         4 SIDES 

80 4 Sides “square”.with metallic hood free standing 



 

 

CHIMENEAS CAMPOS/ OPEN FIREPLACES  3 SIDE “B” Y 4 SIDE- High 60 cm 33 

OPEN FIRE 3 SIDES “B” -  4 SIDES High 60 cm 
 
OPEN FIREPLACES FOR WOOD: 3 SIDES B - 4 SIDES. 

Ashtray with exterior air intake. 

Interior lined with painted steel sheets. 

Also manufacture custom models, according to your project. 

Ref.  
OPEN FIRE WOOD 

Measures 
 WIDTH x HEIGHT x DEPTH 

Ø flue outlet 

OPEN 80A WOOD 80 x 60 x 80 CM - square 300 MM 

OPEN 100AC WOOD 100 x 60 x 100 CM - square 300 MM 

OPEN 100A WOOD 100 x 60 x 80 CM 300 MM 

OPEN 120A WOOD 120 x 60 x 80 CM 350 MM 

3 SIDES B                                                                         4 SIDES 



 

 

CHIMENEAS CAMPOS/ STOVE WITH OVEN “ANA” AND “ECO” 34 

STOVE ANA      
With oven. Ductable. 

Net weight: 180 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 60 cm 
Power: 10,5 Kw  
Efficiency: 80%  
Co emission: 0,2 
Heatable surface: 114 m2  
Fans: 2 x 18 w. Thermostat 
Oven with thermometer 
Hearth: Steel ST 37 - 5 mm 
Interior:  Vermiculite 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 
 
Painted pipe Ø15   
Painted elbow Ø15   

STOVE ECO    

Net weight: 110 kg  
Measures: 790 x 981.4 x 470 depth 
Ø flue top: 150 mm 
Combustible: wood 
Log length: 65 cm 
Power: 10,5 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 114 m2  
Hearth: Steel ST 37  
Interior: Vermiculite 
Anti-heat paint 800ºC 
Ceramic glass 750º 
CE Marking 
EN - 13229 
Warranty: 2 years 



 

 

CHIMENEAS CAMPOS/ STOVES “LEÓN” 35 

León Front     
Net weight: 180 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 70 cm 
Power: 12 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 100 m2  
Hearth: Steel ST 37 - 5 mm 
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 
OPTIONAL: TURBINES  

León Corner     
Net weight: 120,5 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 70 cm 
Power: 12 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 100 m2  
Hearth: Steel ST 37 - 5 mm 
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 



 

 

Elena Front   
With Log box 
Net weight: 65 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 50 cm 
Power: 8 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m

2
  

Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 

CHIMENEAS CAMPOS/ STOVES - “ELENA” FRONT  36 

Elena Front    
With Oven & Log box 
Net weight: 95,5 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 50 cm 
Power: 8 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m2  
Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 

Elena Front   
Net weight: 47,5 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 50 cm 
Power: 8 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m2  
Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 



 

 

CHIMENEAS CAMPOS/ STOVES - CORNER 37 

TOLEDO CORNER  

Suitable for wooden houses 
Double exterior insulation 
Net weight: 110 kg  
Ø flue top: 175 mm  
Combustible: wood 
Log length: 50 cm 
Power: 10,2 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 80 m2  
Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 

Painted pipe Ø15   
Painted elbow Ø15   

Elena Corner  

With Log box 
Net weight: 64 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 50 cm 
Power: 8 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m

2
  

Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 

Elena Corner  
With Oven & Log box 
Net weight: 97,5 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 50 cm 
Power: 8 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m2  
Hearth: Steel ST 37  
Interior:  Vermiculita 
Anti-heat paint 800º C 
Ceramic glass 750º  
CE Marking 
EN - 13229 
Warranty: 2 years 



 

 

CHIMENEAS CAMPOS/ DESIGNER FIREPLACE - CIRCLE TUNNEL 38 

Circle Tunnel 70   
Net weight: 50 kg  
Ø flue top: 219 mm  
Combustible: wood 
Log length: 50 cm 
Power: 9 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 100 m

2
  

Hearth: Steel ST 37  
Anti-heat paint 800º C 
Ceramic glass 750º suspended 
No need coating 
CE Marking 
EN - 13229 
Warranty: 2 years 

Circle Tunnel 100   
Net weight: 80 kg  
Ø flue top: 219 mm  
Combustible: wood 
Log length: 80 cm 
Power: 10 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 114 m

2
  

Hearth: Steel ST 37  
Anti-heat paint 800º C 
Ceramic glass 750º suspended 
No need coating 
CE Marking 
EN - 13229 
Warranty: 2 years 

Opctons: 
Without floor stand and swivel. 
Roof mounting essential for this model 



 

 

CHIMENEAS CAMPOS/ DESIGNER FIREPLACE - 39 

INSTALLATION INSTRUCTIONS 
MODEL WITHOUT BASE AND SWIVEL 

PLACEMENT OF CEILING SUPPORT  

SWIVEL JOINT. CHIMNEY WITH PIPE 

INSTALLATION INSTRUCTIONS 
MODEL WITH BASE  

CEILING RING  
EMBELLISHER 

CHIMNEY CONNECTION 

FLOOR MOUNTED AND CHIMNEY WITH SCREW 
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Granada Corner  
Granada Crystal     
Net weight: 87,5 Kg -  100 kg  
Ø flue top: 200 mm 
Combustible: wood 
Log length: 80 cm 
Power: 10,2 Kw  
Efficiency: 75%  
Co emission: 0,2 
Heatable surface: 75 m

2
  

Hearth: Steel ST 37  
Interior: Vermiculite 
Anti-heat paint 800ºC 
CE Marking 
EN - 13229 
Warranty: 2 years 

Bilbao                 
Net weight: 100 kg  
Ø flue top: 150 mm  
Removable door 
No turbines, no noise 
Combustible: wood 
Log length: 60 cm 
Power: 10,5 Kw  
Efficiency: 80%  
Co emission: 0,2 
Heatable surface: 114 m

2
  

Hearth: Steel ST 37  
Interior: Vermiculite 
Anti-heat paint 800º C 
Ceramic glass 750º  
Installation without work 
CE Marking 
EN - 13229 
Warranty: 2 years 
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INTERIOR  
MOD. ECO 

Mérida                
Net weight: 80 kg  
Ø flue top: 150 mm  
Removable door 
No turbines, no noise 
Combustible: wood 
Log length: 60 cm 
Power: 10,5 Kw  
Efficiency: 78%  
Co emission: 0,2 
Heatable surface: 114 m

2
  

Hearth: Steel ST 37  
Interior: Vermiculite 
Anti-heat paint 800º C 
Ceramic glass 750º  
Double air chamber 
Installation without work 
CE Marking 
EN - 13229 
Warranty: 2 years 

Asturias    
Net weight: 98 kg  
Ø flue top: 150 mm  
Combustible: wood 
Log length: 60 cm 
Power: 10,2 Kw  
Efficiency: 78%  
Co emission: 0,2 
Heatable surface: 75 m

2
  

Hearth: Steel ST 37  
Interior:  Vermiculite 
Fans: 2 x 18 w 
Anti-heat paint 800º C 
Ceramic glass 750º  
No need coating 
CE Marking 
EN - 13229 
Warranty: 2 years 

TWO OUTLETS POSSIBILITIES: 
CEILING OUTLET & WALL OUTLET 



 

 

MODELS 100 & 120 ARE MANUFACTURED WITH BASE AND BACK IN TWO PIECES FOR ITS SHIPPING.   
WE MANUFACTURE CUSTOMIZED HOODS: ASK FOR PRICES. 
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Red brick  

HL 70 R        

HL 80 R        

HL 90 R        

HL 100 R      

HL 120 R      

Ashtray 
Optional 

C-1 (22 x 22 x 15)       

C-2 (23 x 47 x 15)     

Brick to spike  

HLE 70           

HLE 80           

HLE 90           

HLE 100      

HLE 120      



 

 

MARBELLA  
 

DESIGNER DECORATION 
ELABORATED WITH MARBEL OF FIRST QUALITY:  

IVORY, INDIAN GREEN, CAPRI LIME. 

DENIA 
DESIGNER DECORATION 

ELABORATED WITH MARBEL OF FIRST QUALITY:  
WHITE 

MILAN  
CLASSIC LINE DECORATIONS 

ELABORATED WITH  
MARBEL OF FIRST QUALITY:  

IVORY, WHITE. 

LUÍS XV 
CLASSIC DECORATION  

ELABORATED WITH MARBEL OF FIRST QUALITY:  
IVORY. 

REF. MILAN 

IVORY 
Models  70, 80 Y 90 

REF. MARBELLA 

D. MAR.70 IVORY 

D. MAR.80 IVORY 

D. MAR,90 IVORY 

D. MAR.70 LIME 

D. MAR.80 LIME 

D. MAR.90 LIME  

DENIA 

DEN.70.WHITE 

DEN.80.WHITE 

DEN.90.WHITE 

REF. LUIS XV 

Models 70,  80 Y 90 IVORY 

 

Adaptable to fireplace 70 , 80 Y 90 

Adaptable to fireplace 70 , 80 Y 90 
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D. CAZORLA FRONT WITH STYLO 70 

SANLUCAR 
 Decoration elaborated 

 with rustic bricks, fossil Stone and 
wood of 14 cm 

GUADALQUIVIR 
Decoration elaborated 

 with rustic bricks, fossil Stone and wood.  

 

CAZORLA 
Fossil Stone and wood. 

 MEASURES OF DECORATIONS  

GUADALQUIVIR Y SANLUCAR 

SANLUCAR 70 
FRONT - CORNER - LATERAL 

SANLUCAR 80 
FRONT - CORNER - LATERAL 

SANLUCAR 90 
FRONT - CORNER - LATERAL 

SANLUCAR-LOG BOX 80X45  

CAZORLA 70 
FRONT - CORNER - LATERAL 

CAZORLA 80 
FRONT - CORNER - LATERAL 

CAZORLA 90 
FRONT - CORNER - LATERAL 

CAZORLA-LOG BOX 80X45  

GUADALQUIVIR 70 
FRONT - CORNER - LATERAL 

GUADALQUIVIR 80 
FRONT - CORNER - LATERAL 

GUADALQUIVIR 90 
FRONT - CORNER - LATERAL 

GUADALQUIVIR - LOG BOX 80x45  

AVAILABLE FOR ALL TYPES OF FIREPLACE 
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ALMERÍA  LATERAL WITH “TURBO 70” 

D. VIGO.70.CORNER WITH TURBO 70 

 MEASURES OF DECORATIONS  
ISTÁN, CAZORLA, VIGO, ALMERÍA 

AVAILABLE FOR ALL TYPES OF FIREPLACE 
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ALMERÍA 70 
FRONT - CORNER - LATERAL 

ALMERÍA 80 
FRONT - CORNER - LATERAL 

ALMERÍA 90 
FRONT - CORNER - LATERAL 

ALMERÍA-LOG BOX  80X45  

VIGO 70 
FRONT - CORNER - LATERAL 

VIGO 80 
FRONT - CORNER - LATERAL 

VIGO 90 
FRONT - CORNER - LATERAL 

VIGO-LOG BOX 80X45  

ISTÁN 70 
FRONT - CORNER - LATERAL 

ISTÁN 80 
FRONT - CORNER - LATERAL 

ISTÁN 90 
FRONT - CORNER - LATERAL 

ISTÁN-LOG BOX 80X45  

ALMERÍA 
 Red and Roman travertine,  

wood. 

VIGO 
Wood 10, firebricks, BRAZIL stone. 

ISTÁN 
Wood 10, Red firebricks, fossil stone. 



 

 

ROMA  
CLASSIC LINE DECORATIONS ELABORATED WITH  

MARBEL OF FIRST QUALITY:  
IVORY, MACAEL PINK, WHITE CARRARA 

ROMA 

70 IVORY 

80 IVORY 

90 IVORY 

70 WHITE CARRARA 

80  WHITE CARRARA 

70-80 Y 90 PINK 

JEREZ 
CLASSIC LINE DECORATIONS ELABORATED WITH  

MARBEL OF FIRST QUALITY:  
IVORY, LIME. 

JEREZ 

70 IVORY 

80 IVORY 

90 IVORY 

70 LIME 

80 LIME 

90 LIME  

PARIS 
ELABORATED IN IVORY, AGED IVORY AND LIME. 

PARIS 

70 IVORY 

80 IVORY 

90 IVORY 

70 LIME 

80 LIME 

90 LIME 

AVAILABLE FOR ALL TYPES OF FIREPLACE 
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ALOHA 

70 AGED IVORY 

80 AGED IVORY 

90 AGED IVORY 

ALOHA 
MODERN LINE DECORATION ELABORATED WITH  

MARBEL OF FIRST QUALITY: 
AGED IVORY, LIME AND MOCHA LIME.  

ALOHA FOR WORKS  

70 LIME  

70 MOCHA LIME 

ALOHA 70 
ALOHA 80 



 

 

ATENAS 
CLASSIC LINE DECORATIONS ELABORATED WITH  

MARBEL OF FIRST QUALITY:  
IVORY, WHITE TAXOS, ONYX FROM PAKISTAN. 

ARCOS 
CLASSIC LINE DECORATIONS ELABORATED WITH  

MARBEL OF FIRST QUALITY:  
IVORY, WHITE, ONYX FROM PAKISTAN. 

ARCOS 

70 IVORY 

80 IVORY 

90 IVORY 

70 WHITE 

80 WHITE 

90 WHITE 

70 ONYX 

ATENAS 

70 IVORY 

80 IVORY 

90 IVORY 

70 WHITE 

80 WHITE 

90 WHITE 

70 ONYX 

MÁLAGA  
AVANT-GARDE DESIGN  

IVORY MARBEL, LIME AND WOOD. 

MÁLAGA 

D. MA.70. 2 C   
(2 SIDES) 

Log box included 

D. MA.70.FRONT 
Log box optional 

LOG BOX 

MALAGA  
 HOGAR 2 C 
LATERAL 

IZQUIERDO 
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REF. DESCRIPTION VENTS 

*R-15X30 B VENT 15x30 cm WHITE  

                     WHITE                            ALUMINUM 

*R-15X30 ALU VENT 15x30 cm ALUMINUM                   

*R-15 B 
VENT 15x15 cm WHITE  
 
(INCLUDES CONECTION BOX TO TUBE 12) 

                                                                                                                             

*R-19 B REG 
ADJUSTABLE VENT 19x19 cm WHITE  
 
(INCLUDES CONECTION BOX TO TUBE 12) 

 

*R-19 B 
VENT 19x19 cm  WHITE  
 
(INCLUDES CONECTION BOX TO TUBE 12) 

 

STAINLESS STEEL VENTS   

*R-15 INOX 
VENT 15x15 cm STAINLESS STEEL 
 
(INCLUDES CONECTION BOX TO TUBE 12) 

 

*R-19 INOX 
VENT 19x19 cm STAINLESS STEEL  
 
(INCLUDES CONECTION BOX TO TUBE 12) 

 

*R-19 IN-REG 

ADJUSTABLE VENT 19x19 cm STAINLESS 
STEEL  
 
(INCLUDES CONECTION BOX TO TUBE 12) 
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REF. DESCRIPTION VENTS 

*R-L40 ESQUINA CORNER VENT 40x40x6 cm WHITE   

*RL30x6 BUZÓN 
 
 

*RL40x6 BUZÓN 
 
 

*RL60x6 BUZÓN 

LONG VENT 30x6 cm WHITE  
 
 
LONG VENT 40x6 cm GALVA  
 
 
LONG VENT 60x6 cm WHITE  

 

CAJETIN 12 

AIR-INTAKE BOX OF 12                        
CONNECTED TO A LONG VENT 
STAY WITH 2 OUTLETS  
(Ducted and free) 

 

ALUFLEX 120         

FLEXIBLE ALUMINIUM PIPE OF 12 cm  

SOLD IN ROLLS OF 5 M.  

COMPRESSED TO 1 M.       

 

ALUFLEX 120 CA         
FLEXIBLE ALUMINIUM PIPE OF 12 cm  

LAGGING, rockwool + aluminium coating     
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 Vent with impulsion or suction fans  

Power: 19 Watts.       

Are needed 2 units    

REF.  TURBINA-19W-B   - White  

REF.  TURBINA-19W-IN  - Stainless steel  

Includes 3 meter of high temperatura cable 
Measure of the vent  19 x 19 cm. 

REPLACEMENT PART 

TURBINE - FAN  

REF. VENTILADOR 120 

18 WATTS  220 VOLTS  

MEASURES: 12 X12 X 4 CM 



 

 

SMOKE EXTRACTOR 

TECHNICAL DATA: 
6 speed controller with remote control.  
Electric voltaje: 230V/I/50Hz 
Air flow: from 282 m3/h to 2.522 m3/h 
Noise level in 1m: 38 dB (A) 
Motor speed: 174 r.p.m. to 1.350 r.p.m. 
Motor power: 29 w a 170 w 
Electrical consumption: 0,20 / 1,35 (A) 
Weight: 22 kg 
Measures: 430 x 430 x 600 mm 
Adaptation: Square or rectangular from 20 to 42 cm. 
Optional: Circular base to connect to a circular pipe.  

TO INSTALL IN LATERAL OR 3 SIDE “B” FIREPLACE 
WITH RETRACTABLE DOOR 
KIT WITH REMOTE CONTROL  
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TO INSTALL IN FIREPLACE WITH RETRACTABLE DOOR. It is placed under the ashtray.  
TURBINE WITH REMOTE CONTROL “CAMPOS”       

REF.  TM 120W  
To channel hot air to  

several rooms. 

With regulator on the wall,  

as an electricity box,  

and remote control.  

Power: 120 W   

REF.  KIT TM 120W  
To channel hot air to several rooms. 

With regulator on the wall, as an electricity 
box, and remote control.  

Power: 120 W   

TURBINES WITH REMOTE CONTROL 

WITH REMOTE CONTROL 
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REF X Y Z 

S-1 250 mm 200 mm 500 mm 

S-2 300 mm 250 mm 500 mm 

S-3 400 mm 300 mm 500 mm 

S-4 500 mm 350 mm 500 mm 

BONNET COWL “SATURNO“ 
STAINLEES STEEL OR BLACK 

WITH DAMP-PROOF TREATMENT 

STATIC BONNET COWLS, SQUARES OR RECTANGULARS  
MEASURES 40 cm 45 cm 50 cm 55 cm 60 cm 65 cm 70 cm 75 cm 80 cm 85 cm 90 cm 95 cm 100 cm 

40 cm 160 € - PAINTED BONNET COWLS  
- FIRST COATING OF OXIDATION INHIBITOR  

- SECOND COATING OF EPOXY PAINT 

- - - - 

45 cm 180 € 203 € 

 

50 cm 200 € 225 € 250 € - - OTHER COLOURS  
SEE RAL COLOUR PALETTE      55 cm 220 € 248 € 275 € 303 € - 

60 cm 240 € 270 € 300 € 330 € 360 € ALSO IN STAINLESS STEEL (AISI 316)  

65 cm 260 € 293 € 325 € 358 € 390 € 423 € - - - 

70 cm 280 € 315 € 350 € 385 € 420 € 455 € 490 € - - 

75 cm 300 € 338 € 375 € 413 € 450 € 488 € 525 € 563 € - 

80 cm 320 € 360 € 400 € 440 € 480 € 520 € 560 € 600 € 640 € - - - - 

85 cm 340 € 383 € 425 € 468 € 510 € 553 € 595 € 638 € 680 € 723 € - - - 

90 cm 360 € 405 € 450 € 495 € 540 € 585 € 630 € 675 € 720 € 765 € 810 € - - 

95 cm 380 € 428 € 475 € 523 € 570 € 618 € 665 € 713 € 760 € 808 € 855 € 903 € - 

100 cm 400 € 450 € 500 € 550 € 600 € 650 € 700 € 750 € 800 € 850 € 900 € 950 € 1.000 € 

105 cm 540 € 593 € 645 € 698 € 750 € 803 € 855 € 908 € 960 € 1.013 € 1.065 € 1.118 € 1.170 € 

110 cm 560 € 615 € 670 € 725 € 780 € 835 € 890 € 945 € 1.000 € 1.055 € 1.110 € 1.165 € 1.220 € 

115 cm 580 € 638 € 695 € 753 € 810 € 868 € 925 € 983 € 1.040 € 1.098 € 1.155 € 1.213 € 1.270 € 

120 cm 600 € 660 € 720 € 780 € 840 € 900 € 960 € 1.020 € 1.080 € 1.140 € 1.200 € 1.260 € 1.320 € 

125 cm 620 € 683 € 745 € 808 € 870 € 933 € 995 € 1.058 € 1.120 € 1.183 € 1.245 € 1.308 € 1.370 € 

130 cm 640 € 705 € 770 € 835 € 900 € 965 € 1.030 € 1.095 € 1.160 € 1.225 € 1.290 € 1.355 € 1.420 € 

135 cm 660 € 728 € 795 € 863 € 930 € 998 € 1.065 € 1.133 € 1.200 € 1.268 € 1.335 € 1.403 € 1.470 € 

140 cm 680 € 750 € 820 € 890 € 960 € 1.030 € 1.100 € 1.170 € 1.240 € 1.310 € 1.380 € 1.450 € 1.520 € 

145 cm 700 € 773 € 845 € 918 € 990 € 1.063 € 1.135 € 1.208 € 1.280 € 1.353 € 1.425 € 1.498 € 1.570 € 

150 cm 720 € 795 € 870 € 945 € 1.020 € 1.095 € 1.170 € 1.245 € 1.320 € 1.395 € 1.470 € 1.545 € 1.620 € 

155 cm 740 € 818 € 895 € 973 € 1.050 € 1.128 € 1.205 € 1.283 € 1.360 € 1.438 € 1.515 € 1.593 € 1.670 € 

160 cm 760 € 840 € 920 € 1.000 € 1.080 € 1.160 € 1.240 € 1.320 € 1.400 € 1.480 € 1.560 € 1.640 € 1.720 € 

165 cm 780 € 863 € 945 € 1.028 € 1.110 € 1.193 € 1.275 € 1.358 € 1.440 € 1.523 € 1.605 € 1.688 € 1.770 € 

170 cm 800 € 885 € 970 € 1.055 € 1.140 € 1.225 € 1.310 € 1.395 € 1.480 € 1.565 € 1.650 € 1.735 € 1.820 € 

175 cm 820 € 908 € 995 € 1.083 € 1.170 € 1.258 € 1.345 € 1.433 € 1.520 € 1.608 € 1.695 € 1.783 € 1.870 € 

180 cm 840 € 930 € 1.020 € 1.110 € 1.200 € 1.290 € 1.380 € 1.470 € 1.560 € 1.650 € 1.740 € 1.830 € 1.920 € 

185 cm 860 € 953 € 1.045 € 1.138 € 1.230 € 1.323 € 1.415 € 1.508 € 1.600 € 1.693 € 1.785 € 1.878 € 1.970 € 

190 cm 880 € 975 € 1.070 € 1.165 € 1.260 € 1.355 € 1.450 € 1.545 € 1.640 € 1.735 € 1.830 € 1.925 € 2.020 € 

195 cm 900 € 998 € 1.095 € 1.193 € 1.290 € 1.388 € 1.485 € 1.583 € 1.680 € 1.778 € 1.875 € 1.973 € 2.070 € 

200 cm 920 € 1.020 € 1.120 € 1.220 € 1.320 € 1.420 € 1.520 € 1.620 € 1.720 € 1.820 € 1.920 € 2.020 € 2.120 € 
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BARBECUE IBIZA INOX 
BI-74-INOX STAINLESS STEEL 
The solution to mount in old and newly constructed barbecues, perfectly inserting in the space between the wall with its  
adjustables steering Wheel. For wood or charcoal.   

BARBECUE ALIRON INOX 
B-AC40 
Manufactured in Stainless Steel.  
Consumption: 1kg of charcoal per hour. 
This barbecue is isolated and can be put on top of the glass-ceramic. 
It is equipped with a fat-collecting grill and skewers for brochettes and sardines. 
Detachable handles and cold hand. 
Vermiculite interior. 



 

 

BARBECUE BT  
Removable stainless steel grill with hand crank, hinged lid, ashtray, fully removable. 

FEATURE REFFERENCES MEASURES 

Outdoor Barbecue 
Hinged lid in stainless steel 

Interior firebrick 

BT-75-INOX 75 x 60 x 30 cm 

BT-100-INOX 100 x 60 x 30 cm 

Indoor Barbecue 
Hinged lid 

Interior firebrick 

BT-75-NEGRO 75 x 60 x 30 cm 

BT-100-NEGRO 100 x 60 x 30 cm 
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BARBECUE 75 PAINTED 
With hood and cap  
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BARBECUE HOOD CAP 

BARBECUE 75 STAINLESS STEEL 
With hood and cap  

BARBECUE 75  
Barbecues for wood or charcoal. Interior firebricks the highest quality 1100º, with the advantage that no transmit the 
heat to the back, concentrates the heat improving the grilling.  
FOR PROFESSIONAL USE. 

 BARBACOA 75 

BY PARTS PAINTED STAINLESS STEEL 

HOOD CAM-75  CAM-75-INOX  

BARBECUE B-75 B-75-INOX 

CAP SAI-20 PIN SAI-20 

TUBES FOR BARBECUE  TI-20 PIN TI-20 



 

 

BARBECUE 100 P PAINTED 
With hood and cap  
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BARBECUE HOOD CAP 

BARBECUE 100 P STAINLESS STEEL 
With hood and cap  

BARBECUE 100 P 
Barbecues for wood or charcoal. Interior firebricks the highest quality 1100º, with the advantage that no transmit the 
heat to the back, concentrates the heat improving the grilling.  
FOR PROFESSIONAL USE. 

 BARBACOA 100 P 

BY PARTS PAINTED STAINLESS STEEL 

HOOD CAM-100 P CAM-100 P-INOX  

BARBECUE B-100 P B-100 P-INOX 

CAP CB-100 CB-100-INOX 

TUBES FOR BARBECUE  TBN-20X20 TBI-20X20 
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B-100 x 50   
The new Barbecue rise with hand crank instead of steering Wheel. For wood or charcoal.Now include refractary bricks of the 
highest quality 1100º, with the advantage that no transmit the heat to the floor, laterals, back or front, concentrates the 
heat improving the grilling. Warranty 2 years. 

BARBECUE PAINTED STEEL REF. B-100 X 50-N      BARBECUE STAINLESS STEEL REF. B-100 X 50-INOX     

HOOD REF. CAM-100     HOOD STAINLESS STEEL REF. CAM-100-INOX     
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BARBECUE 150 COMPLETE  

BARBECUE 150   
Features: Barbecue made of Steel, for professional use. Cast-iron grid in ashtray -  thickness of 2 cms.  
Removable stainless steel grill, rise by chains. Adjustable height by independent steering wheel.  
Warranty: 2 years for repacement pieces and grill. INTERIOR: REFRACTARY, Firebrick. 

BY PARTS PAINTED STAINLESS STEEL 

HOOD CAM-150 CAM-150-INOX  

BARBECUE B-150 B-150-INOX 

CAP CB-150 CB-150-INOX 

TUBES FOR BARBECUE 150   TBN-30X30 TBI-30X30 

BARBECUE HOOD CAP 

BARBECUE 75 PAINTED With hood and cap  

BARBECUE 75 STAINLESS STEEL With hood and cap  



 

 

BARBECUE 75 WITH DOOR 
Special for indoor, no smoke. 
Barbecue with ashtray. For wood or charcoal, interior in refractary plates with the highest qua-
lity, with the advantage that no transmit the heat to the floor, laterals, back or front, concentra-
tes the heat improving the grilling. Barbecue for professional use. 
Cast-iron grid on ashtray -  thickness of 2 cms. Removables stainless steel grill. 
Adjustable height by steering wheel.  
Warranty 2 years. 

 BARBECUE STEEL PAINTED   CAP 

BH-75-N 
With door and hood 

model 

CB-75 

 BARBACOA STAINLESS STEEL CAP 

BH-75-INOX    
With door and hood in stainless steel 

model 

CB-75-Inox 

BARBECUE 150 WITH 2 DOORS. Special for indoor, no smoke. 
Barbecue for professional use. 
Barbecue with ashtray, for wood or charcola, interior in refractary plates with the highest quality, with the advantage that 
no transmit the heat to the floor, laterals, back or front, concentrates the heat improving the grilling.  
Cast-iron grid on ashtray -  thickness of 2 cms. Removables stainless steel grill. 
Adjustable height by independent steering wheel.  
Warranty 2 years 

 BARBECUE STEEL PAINTED   CAP 

BH-150-2P-N  
With door and hood 

Mod. 

CB-150 

 BARBECUE STAINLESS STEEL CAP   

BH-150-2P-INOX 
With door and hood in stainless steel 

Mod. 

CB-150 INOX 
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BARBECUE-OVEN 100 LIFT-UP DOOR  
BE-100-NE  PAINTED BLACK   BE-100-INOX STAINLESS STEEL  

FEATURES:       
Power 8 KW máximum output. Combustible: wood or charcoal. 
Recommendabel charge: from 3 KG to 6 KG of wood or charcoal, for a regular ignition. 
Flue regulator. Removable ashtray with air entry control. 
Retractable and folding door for an easier cleaning glass. 
Rise system by chains driven by hand crank. 
2 removables stainless steel grill with fat pickup. 
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BARBECUE PLAYA 100 Stainless steel 
Stainless steel grill with fat pickup. Base in refractary bricks. Adjustable in height. Upper part with a food warmer. 

B-PLAYA 100   - 1.800 € 

B-PLAYA 150   - 2.511 € 

B-PLAYA 200   - 3.600 € 

BARBECUE PLAYA 150 y 200   2 independent stainless steel grill with fat pickup. Base in refractary bricks. 

 2 Cast-iron grid for charcoal. Adjustable in height. Upper part with a food warmer. 
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BARBECUE TABLES  

STAINLESS STEEL - REF. STEEL PAINTED - REF. 

MESA-75-INOX MESA-75-NEGRA 

MESA-100-INOX MESA-100-NEGRA 

MESA-150-INOX MESA-150-NEGRA 

MESA-200-INOX - 

MESA-75 
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MESA-100 

MESA-150  

MESA-200 



 

 

CHIMENEAS CAMPOS, S.L.  FACTORY & SHOWROOM. Tel.: 952 40 78 34  

Calle Clavel, 12. 29730 Rincón de la Victoria (Málaga) - info@chimeneascampos.com 

SHOWROOM MARBELLA Tel.: 951 27 56 93 C/ Califa, 564. 29660 Nueva Andalucía - marbella@chimeneascampos.com 

SHOWROOM MÁLAGA Tel.: 952 62 74 58 Av. Ortega y Gasset, 353. 29.006 Málaga - correo@chimeneascampos.com 



 

 

 
 
 

 
GENERAL CONDITIONS OF SALE SEPTEMBER 2017  

SHIPPING:   
Consult. 

WAY TO PAY:  
Counted to the delivery. Any other form that can be agreed will be done in writing when the order is placed. 

DELIVERY TERM: 
Orders will be served in the shortest time possible, which usually will not exceed 15 days. 

   The orders of material of special measures or not collected in this catalog will be sent according to the agreed time in each case. 

RETURNS 
  The signature of the delivery note will be confirmed by the customer or responsible person who receives the merchandise the  
perfect state of this. The returned products will be depreciated by 15% of their valuation of the sale price as a product revision. 

We do not accept returns of special manufactured products or on request, that is, not included in this catalog as products in stock. 
To proceed with the replacement, return or exchange will be an essential condition that we communicate it within a  

maximum period of one week from its reception and that the material object of the claim is returned to us. 
Returns will not be accepted after 1 day of receipt of the material and must be reviewed upon delivery by the customer. 

WARRANTY 
The guarantee will only be valid if a Chimeneas Campos certificate is presented indicating the purchase date of the chimney, 

the model and the designation of the same, the description of the installation, the address of its location and the data of the installer. 
The guarantee does not cover those defects attributable to blows, floods, crushing, inadequate working conditions, 

extreme environmental conditions or damages caused by disasters such as fires, earthquakes, wars, terrorist acts, etc. ... 
At the signing of the orders the customer accepts our terms of sale. 

Chimeneas Campos offers a guarantee of 2 to 5 years from the date of purchase under the conditions indicated below. 

TERMS 
The guarantee does not cover the assembly work of the new replacement chimney, nor the disassembly of the damaged chimney.  

The guarantee does not cover the chimney in which any piece other than Chimneys Fields has been assembled,  
or that even if it is not approved as a piece of modular chimney. 

The guarantee does not cover the chimney that is not installed correctly according to the current regulations and  
the particular specifications of the assembly rules of Chimeneas Campos. 

The warranty does not cover the chimney installed on the outside that is not double-walled with insulation  
and the outer wall made of stainless steel. 

The guarantee does not cover the chimney installed in a marine or contaminated environment that does not have the outer wall  
of AISI 316 stainless steel or other superior performance material. 

The warranty does not cover the interior wall chimney in AISI 304 stainless steel installed in:  
condensing or low temperature boilers, generators that use solid fuels or generators with heat recovery. 

The guarantee does not cover the chimney in which the requirements indicated in its designation are not met:  
maximum temperature, type of pressure, resistance to condensates, resistance to corrosion,  

resistance to soot fire or minimum distance to combustible materials. 
In order to improve our products we reserve the right to modify them without prior notice. 

 

CHIMENEAS CAMPOS S.L. 
C/ CLAVEL 12 

APARTADO DE CORREOS 182 
RINCON DE LA VICTORIA  

MALAGA 29730  
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SHOWROOM MÁLAGA Av. José Ortega y Gasset, 353. 29006 Málaga. Tel.: 952 62 74 58 - correo@chimeneascampos.com 

SHOWROOM MARBELLA Calle Califa, 564. 29660 Nueva Andalucía. Marbella. Tel.: 951 27 56 93 - marbella@chimeneascampos.com 

 Web: www.chimeneascampos.es  

     Mail: info@chimeneascampos.com 

  Tel.: 952 40 78 34 - 952 40 19 35 


